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Remonts un Daïas

GH™130, GH200, GH230, GH300 
Hidrauliskie izsmidzinātāji un OEM 
komplekti

- Lietoðanai celtniecîbas pârklâjuma materiâliem un krâsâm. Tikai profesionālai 

lietošanai. Pole mõeldud kasutamiseks plahvatusohtlikus keskkonnas -

3300 psi (2,8 MPa, 228 bari) maksimâlais darba spiediens

Modeïu saraksts ir sniegts lappusç 2.

Svarîgas darba droðîbas instrukcijas.

Izlasiet visus ðîs rokasgrâmata brîdinâjumus un instrukcijas. Uzglabâjiet ðîs instrukcijas. Sazinieties ar 

Graco klientu apkalpoðanas dienestu, jûsu vietçjo Graco izplatîtâju vai skatiet mûsu lappusi Internetâ 

website: www.graco.com, lai saòemtu rokasgrâmatu jums vajadzîgajâ valodâ.

ti5380b

Hidrauliskie izsmidzinātāji OEM komplekti
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Izsmidzinâtâja modelis

Elektriskâ motora komplekta opcijas

OEM komplekti

253957  

253959   

253980   

253962  

253963   

253981   

255095  

253965  

253966   

253982   

253968  

Komplekta numurs Izsmidzinâtâja 

modelis

Apraksts

288474 GH130 120V maiòspriegums, 60Hz, 20A, CAS/UL prasîbâm atbilstoðs

288473 GH130 120 V maiòspriegums, 60 Hz, 15A

248950 GH200/GH230 120V maiòspriegums, 60Hz, 20A, CSA/UL prasîbâm atbilstoðs

248949 GH200/GH230 120 V maiòspriegums, 60 Hz, 15A

248946 EH200/HD1200 240 V maiòspriegums, 50Hz, 13,4A

GH130 GH200 GH230 GH300
120 Volti, maiòspriegums 

60 Herci

ETL/CSA/UL
120 Volti, maiòspriegums 

60 Herci

Komplekta numurs OEM modelis Apraksts

24W297 GH130 OEM 3300 psi (22.8 MPa, 227 bar) Maksimâlais darba spiediens 

(Materiâla darba spiediens, bâros (psi))

24W298 GH200 OEM 3300 psi (22.8 MPa, 227 bar) Maksimâlais darba spiediens 

(Materiâla darba spiediens, bâros (psi))

24W299 GH230/300 OEM 3300 psi (22.8 MPa, 227 bar) Maksimâlais darba spiediens 

(Materiâla darba spiediens, bâros (psi))



Brîdinâjumi

311813S 3

Brîdinâjumi

Sekojoðie brîdinâjumi attiecas uz ðîs iekârtas salikðanu, lietoðanu, iezemçðanu, apkopi un remontu. Izsaukuma zîmes simbols 

ir vispârîgs brîdinâjums, bet briesmu simbols attiecas uz specifiskiem procedûras riskiem. Vçlreiz izskatiet ðos brîdinâjums. 

Papildus tam, produktam specifiski brîdinâjumi atrodami visâ ðajâ rokasgrâmatâ, attiecîgajâs vietâs.

BÎSTAMÎBA
UZLIESMOÐANAS UN SPRÂDZIENA RISKS

Ugunsnedroði izgarojumi, piemçram, no ðíîdinâtâja vai krâsas, darba vietâ var aizdegties vai uzsprâgt. Lai nepieïautu 

aizdegðanos vai sprâdzienu:

• Izmantojiet iekârtu tikai vietâ ar labu ventilâciju.

• Novçrsiet visus aizdegðanâs avotus, piemçram, degïus, cigaretes, pârnçsâjamas elektrolampas un plastmasas 

pilienu uztverðanas pârklâjus (statiskâs lokizlâdes risks).

• Darba vietâ nedrîkst bût gruþi, ðíîdinâtâji, lupatas un benzîns.

• Nepievienojiet un neatvienojiet strâvas vadus, kâ arî neieslçdziet un neizslçdziet baroðanas avotu un gaismu, ja 

tuvumâ ir ugunsnedroði izgarojumi.

• Iezemçjiet visu iekârtu darba vietâ. Skatît iezemçðanas instrukcijas.

• Lietojiet tikai iezemçtas ðïûtenes.

• Ielaiþot spainî, stingri turiet pistoli pie iezemçta spaiòa sâniem.

• Ja parâdâs statiska dzirksteïoðana vai jûs sajûtat elektrisku triecienu, nekavçjoties pârtrauciet darbu. 

Neizmantojiet iekârtu, pirms neesat noskaidrojis un novçrsis problçmu.

• Darba vietâ jâbût darbaspçjîgam liesmu slâpçtâjam.

ÂDAS SADURÐANAS RISKS

Augstspiediena ðíidrums no pistoles, cauruma ðïûtenç vai plîsuðâm detaïâm var savainot âdu. Tas var izskatîties 

kâ tikai iegriezums, tomçr tâ ir nopietna trauma, kuras rezultâts var bût amputâcija. Nekavçjoties vçrsieties pçc 

medicîniskas palîdzîbas.

• Nevçrsiet pistoli pret citiem cilvçkiem vai jebkuru sava íermeòa daïu.

• Nelieciet roku uz sprauslas gala.

• Neapturiet vai nenovirziet noplûdes ar roku, íermeni, cimdu vai lupatu.

• Neizsmidziniet, ja nav uzstâdîts uzgaïa aizsargs un trigera aizsargs.

• Kad neizsmidziniet, izmantojiet trigera droðîbas slçdzi.

• Kad pârtraucat izsmidzinâðanu un pirms iekârtas tîrîðanas, pârbaudes vai apkopes veiciet ðajâ rokasgrâmatâ 

norâdîto spiediena atlaiðanas procedûru.

RISKS, KO RADA ZEM SPIEDIENA ESOÐA IEKÂRTA

Ðíidrums no izsmidzinâðanas pistoles/izejas dozçðanas vârsta, noplûdçm vai saplîsuðâm komponentçm var 

ieðïakstîties acîs vai uz âdas un radît nopietnus savainojumus.

• Kad pârtraucat izsmidzinâðanu un pirms iekârtas tîrîðanas, pârbaudes vai apkopes veiciet ðajâ rokasgrâmatâ 

norâdîto spiediena atlaiðanas procedûru.

• Pirms darbiniet iekârtu, cieði pievelciet visus ðíidruma pievades savienojumus.

• Katru dienu pârbaudiet ðïûtenes, caurules, un savienojumus. Nekavçjoties nomainiet nolietojuðâs vai bojâtâs 

daïas.

ELEKTRISKÂS STRÂVAS TRIECIENA RISKS

Sistçmas nepareiza iezemçðana, uzstâdîðana vai izmantoðana var izraisît elektriskâs strâvas triecienu.

• Pirms iekârtas apkopes veikðanas izslçdziet to un atvienojiet strâvas vadu.

• Izmantojiet tikai iezemçtas elektriskâs kontaktrozetes.

• Izmantojiet tikai pagarinâtâjus ar 3 vadiem.

• Nodroðiniet, lai iezemçjuma zari uz sprauslas un pagarinâtâja vadiem bûtu nebojâti.

• Neatstâjiet zem lietus. Uzglabâjiet telpâs.
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RISKS, KO RADA KUSTÎGÂS DAÏAS

Kustîgâs daïas var saspiest vai noraut pirkstus un citas íermeòa daïas.

• Turieties atstatu no kustîgâm daïâm.

• Nedarbiniet iekârtu, ja ir noòemti aizsargi vai pârvalki.

• Zem spiediena esoða iekârta var sâkt darboties bez brîdinâjuma. Pirms iekârtas pârbaudes, pârvietoðanas vai 

apkopes, ievçrot spiediena noòemðanas procedûru, kas sniegta ðajâ rokasgrâmatâ. Atvienojiet baroðanas vai 

gaisa padevi.

RISKS NEPAREIZI IZMANTOJOT IEKÂRTU

Nepareiza izmantoðana var izraisît nâvi, vai nopietnu savainojumu.

• Nepârsniegt maksimâlo darba spiedienu vai temperatûras diapazonu tai sistçmas komponentei, kurai ir 

viszemâkais nominâlais lielums. Skatît tehniskos datus visâs iekârtas rokasgrâmatâs.

• Izmantojiet ðíidrumus un ðíîdinâtâjus, kuri ir savietojami ar iekârtas slapjajâm daïâm. Skatît tehniskos datus 

visâs iekârtas rokasgrâmatâs. Izlasiet visus ðíidruma un ðíîdinâtâja raþotâja brîdinâjumus.

• Katru dienu pârbaudiet iekârtu. Nekavçjoties salabojiet vai nomainiet nolietojuðâs vai bojâtâs daïas.

• Neizmainiet vai nemodificçjiet iekârtu.

• Tikai profesionâlam pielietojumam.

• Izmantojiet iekârtu tikai tam nolûkam, kam tâ paredzçta. Lai saòemtu informâciju, griezieties pie jûsu Graco 

izplatîtâja.

• Nepieïaut, ka ðïûtenes un kabeïi atrodas satiksmes joslâs, uz asâm ðíautnçm, kustîgu daïu un karstu virsmu 

tuvumâ.

• Neizmantojiet ðïûtenes, lai vilktu iekârtu.

• Saskaòojiet ar visiem spçkâ esoðiem darba droðîbas noteikumiem.

ALUMÎNIJA DAÏU SPIEDIENA RISKS

Augstspiediena alumînija iekârtâ neizmantojiet 1,1,1 trihloretânu, metilçna hlorîdu, citus halogençtus ogïûdeòraþa 

ðíîdinâtâjus vai ðíidrumus, kas satur ðâdus ðíîdinâtâjus. Ðâdu vielu izmantoðana var izraisît bîstamu íîmisku reakciju 

un iekârtas plîsumu, kas var izraisît nâvi, nopietnu traumu un îpaðuma bojâjumu. 

IESÛKÐANAS RISKS

Nekad nelieciet rokas tuvu sûkòa ðíidruma ieejai, kad sûknis darbojas vai atrodas zem spiediena. Spçcîga iesûkðana 

var izraisît nopietnu ievainojumu.

OGLEKÏA OKSÎDA BÎSTAMÎBA

Izplûde satur indîgo oglekïa oksîdu, kurð ir bez krâsas un bez smarþas. Oglekïa oksîda ieelpoðana var izraisît nâvi. 

Nedarbiniet noslçgtâ vietâ.

TOKSISKU ÐÍIDRUMU VAI IZGAROJUMU RISKS

Toksiski ðíidrumi vai izgarojumi, tos ieðïakstot acîs, uzðïakstot uz âdas, ieelpojot vai norijot, var izraisît nâvi vai 

nopietnu ievainojumu.

• Izlasiet MSDS’s lai zinâtu îpaðos riskus, kâdi piemît ðíidrumiem, ko jûs lietojiet.

• Uzglabâjiet bîstamu ðíidrumu sankcionçtâs tvertnçs, un utilizçjiet to saskaòâ ar spçkâ esoðiem norâdîjumiem.

APDEGUMA RISKS

Iekârtas virsmas un sakarsçjamais ðíidrums darbîbas laikâ var stipri sakarst. Lai izvairîtos no nopietniem 

apdegumiem, nepieskarieties karstam ðíidrumam vai iekârtai. Pagaidiet lîdz iekârta/ðíidrums ir pilnîgi atdzisuði.

PERSONÂLIE AIZSARGLÎDZEKÏI

Strâdâjot, veicot apkopi vai atrodoties iekârtas darbinâðanas vietâ, jums ir jâvalkâ atbilstoði aizsarglîdzekïi, 

lai palîdzçtu aizsargât jûs no nopietnâm traumâm, tai skaitâ acu traumâm, toksisku izgarojumu ieelpoðanas, 

apdegumiem un dzirdes zaudçjuma. Ðie aizsarglîdzekïi ietver, tomçr var neaprobeþoties ar tiem:

• Aizsargbrilles

• Apìçrbs un respirators saskaòâ ar ðíidruma un ðíîdinâtâja raþotâja ieteikumiem

• Cimdi

• Ausu aizsargs

BÎSTAMÎBA



Komponenta identifikâcija

311813S 5

Komponenta identifikâcija

3. 4.

5.

7.

6.

8.

OF
F

ON

2.

bar/MPa
PSI

on off

1.

10.

11.12.

ti8714ati9126a

ti8844a

ti8691a

9.

ti9167a

ti9166a

ti5381b

13.

Pozîcijas numurs Komponente

1 Hidrosûkòa vârsts

2 Spiediena regulators

3 Hidrauliskâs sistçmas eïïas vâciòð

4 Noplûdes vârsts

5 Dzinçja IESLÇGTS/IZSLÇGTS (ON/OFF) slçdzis

6 Dzinçja vadîbas elementi

7 Elektriskâ motora ieslçgðanas/izslçgðanas (On/Off) slçdzis 

8 Pistoles trigera droðîbas slçdzis

9 Virzuïsûknis

10 ProConnect™

11 Ieejas sietiòð (standarta)

12 Ieejas sietiòð (kâ opcija)

13 Sçrijas numura plâksnîte
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Vispârîga informâcija par remontu 

1. Saglabâjiet visas skrûves, uzgrieþòus, paplâksnes, starplikas 

un elektriskos savienojumus, kuri tika noòemti remonta procedûru 

laikâ. Ðîs daïas parasti nav nomaiòas komplektos.

2. Pârbaudiet izlaboto pçc problçmas novçrðanas.

3. Ja izsmidzinâtâjs nedarbojas pareizi, pârskatiet laboðanas 

procedûru lai pârbaudîtu, ka procedûra tika veikta pareizi. Ja 

nepiecieðams, skatiet Traucçjumu meklçðanas norâdîjumus, 

lappuse 7, lai atrastu citus iespçjamus risinâjumus.

4. Pirms darbiniet izsmidzinâtâju, uzstâdiet dzensiksnas aizsargu vai 

nomainiet to, ja tas bojâts. Dzensiksnas aizsargs samazina pirkstu 

saspieðanas vai norauðanas risku; skatiet iepriekðçjo 

BRÎDINÂJUMU.

Iezemçðana 
Droðai izsmidzinâtâja darbîbai, strâdâjot ar materiâliem uz 

ðíîdinâtâja bâzes, iezemçjiet izsmidzinâtâju ar iezemçðanas 

skavu pie iezemçjuma. Zîm. 1.

ZÎM. 1

SAE O-gredzena ievietoðana

1. Atskrûvçjiet sprostuzgriezni 

lai piekïûtu savienotâjam.

2. Ieeïïojiet o-gredzenu (A).

3. Ieskrûvçjiet savienotâju pievelkot 

ar roku.

4. Skrûvçjiet ârâ savienotâju lîdz tas 

pareizi iestâdîts.

5. Pievelciet sprostuzgriezni lîdz norâdîtam 

momentam. (Pârliecinieties, ka paplâksne 

ievietota pareizi nedurstot o-gredzenu).

Lai samazinâtu nopietna ievainojuma risku, pârbaudot 

izdarîto remontu, nepieskarieties kustîgâm daïâm ar 

pirkstiem vai instrumentiem. Kad veiciet remontu, izslçdziet 

izsmidzinâtâju. Pirms darbiniet izsmidzinâtâju, uzstâdiet 

visus vâkus, ievietojiet starplikas, skrûves un paplâksnes

6250

A

ti5414a

ti5415a

ti5416a

ti5417a
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Apkope 

Spiediena atbrīvošanas 
procedūra

Šajâ iekârtâ saglabâjas spiediens, lîdz tas tiek manuâli 

atbrîvots. Lai novçrstu smagus ievainojumus, ko var izraisît 

šíidrums zem spiediena, piemçram, izkïûšana cauri âdai, 

šíidruma izšïakstîšanâs un kustîgas daïas, ievçrojiet 

Spiediena atbrîvošanas procedûru, kad beidzat 

izsmidzinâšanu un pirms sâkat iekârtas tîrîšanas, pârbaudes 

vai apkopes darbus.

1 Aktivizçjiet sprûda drošîbas slçdzi.

2 Pagrieziet dzinçja slçdzi ON/OFF stâvoklî OFF 

(IZSLÇGTS). Aizveriet atgaisotâja tipa galveno gaisa 

vârstu.

3 Noòemiet sprûda drošîbas slçdzi.

4 Turiet pistoles metâla daïu cieši pie iezemçta metâla 

spaiòa. Darbiniet pistoli, lai atbrîvotu spiedienu. 

5 Ieslçdziet šî sprûda drošîbas slçdzi. 

6 Atveriet visus šíidruma noteces vârstus sistçmâ, 

sagatavojiet atkritumu konteineru, lai tajâ varçtu ietecçt 

atkritumi. Noteces vârstu(-us) lîdz nâkamajai 

izsmidzinâšanas reizei atstâjiet atvçrtu(-us).

7 Ja jums šíiet, ka izsmidzinâšanas uzgalis vai šïûtene ir 

aizsçrçjusi vai spiediens nav pilnîbâ atbrîvots:

a. ÏOTI LÇNÂM atlaidiet uzgaïa aizsargu, pilnîbâ 
nenoòemot uzmavu vai šïûtenes gala savienojumu, lai 
pakâpeniski atbrîvotu spiedienu; 

b. pilnîbâ atlaidiet uzmavu vai šïûtenes galu; 

c. iztîriet šïûtenes vai gala aizsprostojumu.

KATRU DIENU: Pârbaudiet dzinçja eïïas lîmeni un pielejiet, 

ja nepiecieðams.

KATRU DIENU: Pârbaudiet hidrauliskâs sistçmas eïïas lîmeni 

un pielejiet, ja nepiecieðams.

KATRU DIENU: Pârbaudiet ðïûteni, vai nav izdilumu 

vai bojâjumu.

KATRU DIENU: Pârbaudiet pistoles darba droðumu lai varçtu 

pareizi strâdât.

KATRU DIENU: Pârbaudiet vai pareizi darbojas spiediena 

noplûdes vârsts lai varçtu pareizi strâdât.

KATRU DIENU: Pârbaudiet un uzpildiet benzîna tvertni.

KATRU DIENU: Pârbaudiet vai virzuïsûknis ir cieði noblîvçts.

KATRU DIENU: Pârbaudiet kakliòa blîvçjuma smçrvielas 

(TSL) lîmeni virzuïsûkòa blîvçðanas uzgrieznî. Piepildiet 

uzgriezni, ja nepiecieðams. Sekojiet smçrvielas TSL lîmenim 

uzgrieznî lai palîdzçtu novçrst ðíidruma uznesumus uz virzuïa 

stieòa un priekðlaicîgu blîvçjuma izdilumu un sûkòa koroziju.

PÇC PIRMAJÂM 20 DARBA STUNDÂM: Izlejiet dzinçja eïïu 

un uzpildiet ar tîru eïïu. Dati par pareizu eïïas viskozitâti ir firmas 

Honda dzinçju îpaðnieka rokasgrâmatâ.

KATRU NEDÇÏU: Noòemiet dzinçja gaisa filtra vâku un 

iztîriet filtra elementu. Nomainiet elementu, ja nepiecieðams. 

Strâdâjot ïoti putekïainâ vidç: pârbaudiet filtru katru dienu un 

nomainiet, ja nepiecieðams.

Nomainâmos elementus var iegadâties pie jûsu vietçjâ firmas 

HONDA pârstâvja.

KATRU NEDÇÏU/KATRU DIENU: Notîriet jebkurus gruþus 

vai vides nosçdumus no hidrauliskâs sistçmas stieòa.

PÇC KATRÂM 100 DARBA STUNDÂM: Nomainiet dzinçja 

eïïu. Dati par pareizu eïïas viskozitâti ir firmas Honda dzinçju 

îpaðnieku rokasgrâmatâ.

KATRU PUSGADU: Pârbaudiet dzensiksnas nodilumu, lap-

puse 10; nomainiet, ja nepiecieðams.

IK PĒC 500 DARBA STUNDĀM VAI IK PĒC 3 MĒNEŠIEM: 

NoNomainiet hidraulisko eïïu un filtru, izmantojot Graco hidrau-

lisko eïïu 169236 (20 litri/5 galoni) vai 207428 (3,8 litri/1 

galons) un filtru 246173. Eïïas maiòas intervâls ir atkarîgs no 

apkârtçjâs vides apstâkïiem.

KATRU GADU VAI PÇC 2000 STUNDÂM: Nomainiet dzen-

siksnu.

AIZDEDZES SVECE: Lietojiet tikai BPR6ES (NGK) vai 

W20EPR-U (NIPPONDENSO) sveci. Iestatiet spraugu svecei 

no 0,028 lîdz 0,031 collas. (0,7 lîdz 0,8 mm). Izmantojiet 

aizdedzes sveèu atslçgu kad sveci ieskrûvçjiet un izskrûvçjiet.

PIESARDZÎBA

Sîkâkas ziòas par dzinçja apkopi un specifikâcijâm atro-

damas klât pieliktâ atseviðíâ firmas Honda dzinçju 

îpaðnieku rokasgrâmatâ.
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Traucçjumu meklçðana 

PROBLÇMA IEMESLS BOJÂJUMU NOVÇRÐANA

Benzîna dzinçjs smagi kustas (nepalaiþas). Hidrauliskâs sistçmas spiediens ir pârâk liels. Grieziet hidrauliskâs sistçmas spiediena pogu 

pretçji pulksteòrâdîtâju kustîbas virzienam uz 

zemâko stâvokli.

Benzîna dzinçjs nepalaiþas. Slçdzis stâvoklî OFF, zems eïïas lîmenis, 

nav benzîna.

Skatiet norâdîjumus klât pieliktajâ dzinçja 

rokasgrâmatâ.

Benzîna dzinçjs nedarbojas pareizi. Bojâts dzinçjs. Skatiet norâdîjumus klât pieliktajâ dzinçja 

rokasgrâmatâ.

Pacelðana. Skatiet dzinçja remonta komplektu. 

4,0 ZS - 288678 / 5,5 ZS - 248943 / 

6/5 ZS - 248944 / 9,0 ZS - 248945

Benzîna dzinçjs darbojas, bet virzuïsûknis 

nedarbojas.

Hidrosûkòa vârsts ir izslçgts OFF. Iestatiet hidrosûkòa vârstu stâvoklî ON.

Spiediena iestatîjums ir pârâk zems. Palieliniet spiedienu.

Virzuïsûkòa izejas filtrs (ja tiek lietots) ir netîrs 

vai aizsprostots.

Iztîriet ðo filtru.

Uzgalis vai uzgaïa filtrs (ja tiek lietots) 

ir aizsprostots.

Noòemiet uzgali un/vai filtru un iztîriet.

Hidrauliskâs sistçmas ðíidruma lîmenis pârâk 

zems.

Izslçdziet izsmidzinâtâju. Pielejiet ðíidrumu*. 

Siksna izdilusi, pârrauta vai tâ nav savâ vietâ. Nomainiet, lappuse 12.

Hidraulsûknis nodilis vai bojâts. Nogâdâjiet izsmidzinâtâju pie Graco izplatîtâja 

remontam.

Saþuvusi krâsa sasaista krâsas sûkòa stieni. Apkopiet sûkni. Skatiet rokasgrâmatu 311845.

Hidromotors nekustâs. Iestâdiet sûkòa vârstu stâvoklî OFF. Noòemiet 

spiedienu. Izslçdziet dzinçju OFF. Kustiniet stieni 

uz augðu un leju lîdz hidromotors kustâs.

Virzuïsûknis darbojas, bet raþîba virzuïa gâjienâ 

uz augðu ir zema.

Virzuïa noslçgðanas lodîte (ball check) kârtîgi 

nepiekïaujas.

Veiciet virzuïa noslçgðanas lodîtes apkopi. 

Skatiet rokasgrâmatu 311845.

Virzuïa blîvçjumi ir nodiluði vai bojâti. Nomainiet blîvçjumus. Skatiet rokasgrâmatu 311845.

Virzuïsûknis darbojas, bet raþîba ir zema virzuïa 

gâjienâ uz leju vai/un abos gâjienos.

Virzuïa blîvçjumi ir nodiluði vai bojâti. Pievelciet blîvçðanas uzgriezni vai nomainiet 

blîvçjumus. Skatiet rokasgrâmatu 311845.

Ieplûdes vârsta noslçgðanas lodîte kârtîgi 

nepiekïaujas.

Veiciet apkopi ieplûdes vârsta noslçgðanas lodîtei. 

Skatiet rokasgrâmatu 311845.

Gaisa noplûde iesûkðanas caurulç.

Krâsa noplûst un iztek pa sânu vai saslapinâto 

vâciòu.

Kïuvis vaïîgs saslapinâtais vâciòð. Pievelciet saslapinâto vâciòu tik daudz, lai apturçtu 

noplûdi.

Kakliòa blîvçjumi ir nodiluði vai bojâti. Nomainiet blîvçjumus. Skatiet rokasgrâmatu 311845.

Pârâk liela noplûde ap hidromotora virzuïa kâta 

slaucîtâju.

Virzuïa kâta blîvçjums ir izdilis vai bojâts. Nomainiet ðîs daïas.

Ðíidruma padeve ir vâja. Spiediena iestatîjums ir pârâk zems. Palieliniet spiedienu.

Virzuïsûkòa izejas filtrs (ja tiek lietots) ir netîrs 

vai aizsprostots.

Iztîriet filtru.

Iesûkðanas pievads uz sûkòa ieeju nav cieði 

noblîvçts.

Pievelciet.

Hidromotors ir izdilis vai bojâts. Nogâdâjiet izsmidzinâtâju pie Graco izplatîtâja 

remontam.

Liels spiediena kritums ðíidruma ðïûtenç. Lietojiet lielâka diametra vai îsâku ðïûteni.

Izsmidzinâtâjs pârkarst. Krâsas uznesumi uz hidrauliskâs sistçmas 

komponentçm.

Notîriet.

Izðïakstîðanâs no pistoles. Gaiss ðíidruma sûknî vai ðïûtenç. Pârbaudiet vai nav vaïîgi savienojumi sifona 

mezglâ, pievelciet, tad no jauna uzpildiet sûkni.

Ieejas iesûkðanas daïâ vaïîgi savienojumi. Pievelciet.

Ðíidruma padeves lîmenis ir zems vai nav 

ðíidruma.

Uzpildiet padeves tvertni.

Pârâk liels hidrosûkòa troksnis. Zems ðíidruma lîmenis hidrauliskajâ sistçmâ. Izslçdziet izsmidzinâtâju - OFF. Pielejiet ðíidrumu*.

Elektriskais motors nedarbojas. Baroðanas slçdzis nav ieslçgts. Ieslçdziet baroðanas slçdzi (ON).

Uzvelkams íçdes pârtraucçjs. Pârbaudiet íçdes pârtraucçju pie baroðanas avota. 

Atiestatiet motora slçdzi.

*Bieþi pârbaudiet ðíidruma lîmeni hidrauliskajâ sistçmâ. Nepieïaujiet, ka tas kïûst pârâk zems. Hidrauliskajâ sistçmâ lietojiet tikai firmas Graco 

sankcionçtu ðíidrumu.



Piezîmes

311813S 9

Piezîmes



Hidrosûknis 

10 311813S

Hidrosûknis
(Attçls 2)

Noòemðana

Pirms sâciet apkopes procedûru, ïaujiet hidrauliskai sistçmai 

atdzist.

1. Spiediena atlaiðana, lappuse 7.

2. Novietojiet pilienu savâkðanas paplâti vai lupatas zem izsmidzinâtâja, 

lai savâktu hidrauliskâs sistçmas eïïu, kas izsûcas remonta laikâ.

3. Izòemiet izlaiðanas aizbâzni (2) un eïïas filtru (227) un ïaujiet 

hidrauliskâs sistçmas eïïai izplûst.

4. Zîm. 2. Atvienojiet Iesûkðanas cauruli (114).

5. Atvienojiet sûkni (111), lappuse 15.

6. Izòemiet skrûvi (172), uzgriezni (173) un noòemiet dzensiksnas 

aizsargu (117).

7. Paceliet motoru un noòemiet dzensiksnu (44).

8. Noòemiet divas iestatîðanas skrûves (176) un ventilatora 

skriemeli (96).

9. Noòemiet korpusa izlaiðanas cauruli (225).

10. Noòemiet lîkumu (221).

11. Noòemiet cauruli (276) no lîkuma (226). Noòemiet lîkumu (226) 

no hidrosûkòa (220).

12. Izòemiet astoòas skrûves (212) noòemiet tvertnes vâku (209) filtra 

mezglu (206) un starpliku (203).

13. Izòemiet èetras skrûves (277) un atvienojiet hidrosûkni (220) no 

tvertnes vâka (209).

Pievienoðana

1. Pievienojiet hidrosûkni (220) tvertnes vâkam (209) ar èetrâm 

skrûvçm (277); pievelciet ar momentu 90-110 pçdas-mârciòas 

(10,1-12,4 N·m).

2. Nostipriniet starpliku (203) un tvertnes vâku (209) ar astoòâm 

skrûvçm (212); pievelciet ar momentu 110+/-5 pçdas-mârciòas 

(12,4 +/- 0,5 N·m).

3. Ievietojiet lîkumu (226) hidrosûknî (220). Ievietojiet lîkumu (226) 

caurulç (276). Pievelciet ar momentu lîdz 25 pçdâm-mârciòâm 

(33,9 N·m).

4. Ievietojiet lîkumu (221); pievelciet ar momentu lîdz 

15 pçdâm-mârciòâm (20,3 N·m).

5. Ievietojiet korpusa izlaiðanas cauruli (225); pievelciet ar momentu 

lîdz 15 pçdâm-mârciòâm (20,3 N·m).

6. Pievienojiet ventilatora skriemeli (96) ar divâm iestatîðanas 

skrûvçm (176).

7. Paceliet motoru un uzlieciet dzensiksnu (44).

8. Piestipriniet dzensiksnas aizsargu (117) ar skrûvi (172) 

un uzgriezni (173).

9. Pievienojiet sûkni (111), lappuse 15.

10. Zîm. 2. Pievienojiet iesûkðanas cauruli (114).

11. Ievietojiet izlaiðanas aizbâzni (2); pievelciet ar momentu lîdz 

110 pçdâm-mârciòâm (12,4 N·m). Ievietojiet eïïas filtru (227); 

pievelciet 3/4 apgrieziena atbilstoði starplikas kontaktu pamatnei. 

Uzpildiet hidrosûkni ar Graco hidrauliskâs sistçmas eïïu, lappuse 

6, caur lîkuma (221) galu lîdz tas pilns. Uzpildiet tvertni ar atlikuðo 

hidrauliskâs sistçmas eïïu.

12. Iedarbiniet un ïaujiet sûknim darboties pie zema spiediena 

apmçram 5 minûtes, lai izspiestu visu gaisu.

13. Pârbaudiet hidrauliskâs sistçmas eïïu un pielejiet lîdz augðai, 

ja ir nepiecieðams.
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ZÎM. 2

172

117

173

176

96 44

114

111

277

212

209

227 222

225

211

220

276

266

203

206

2 ti8821b
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Ventilatora dzensiksna 
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Ventilatora dzensiksna
(Attçls 3)

Noòemðana

1. Spiediena atlaiðana, lappuse 7.

2. Atlaidiet dzensiksnas aizsarga rokturi (55).

3. Grieziet dzensiksnas aizsargu (117) uz augðu.

4. Pavirziet dzinçju (119) uz augðu, lai atslâbinâtu dzensiksnas 

nospriegojumu (44).

5. Noòemiet dzensiksnu no skriemeïa (43) un ventilatora 

skriemeli (96).

Pievienoðana

1. Ievietojiet rievâ dzensiksnu (44) ap piedziòas skriemeli (43) 

un ventilatora skriemeli (96).

2. Pavirziet dzinçju (119) uz leju lai nospriegotu dzensiksnu.

3. Grieziet dzensiksnas aizsargu (117) uz leju.

4. Pievelciet dzensiksnas aizsarga rokturi (55).

ZÎM. 3

55

43

119

44

117

96

ti8814a

ti8816a

ti8815a
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Dzinçjs
(Attçls 4)

Noòemðana

PIEZÎME: Visa dzinçja apkope jâveic autorizçtam firmas 

HONDA pârstâvim.

1. Spiediena atlaiðana, lappuse 7.

2. Noòemiet ventilatora dzensiksnu, lappuse 10.

3. Atlaidiet motora uzgriezni (205). Atbrîvojiet motora aiztura skavu 

(204) vaïâ.

4. Noòemiet dzinçju (119) un kustîgo plati (99) no izsmidzinâtâja.

5. Izòemiet èetras skrûves (23), paplâksnes (7) un uzgrieþòus (24) 

un noòemiet kustîgo plati (99), slâpçtâjus(153) un paplâksnes 

(154) no dzinçja (119).

Pievienoðana

1. Piestipriniet kustîgo plati (99), slâpçtâjus (153) un paplâksnes 

(154) dzinçjam (119) ar èetrâm skrûvçm (23), paplâksnçm (7) 

un uzgrieþòiem (24); pievelciet ar momentu lîdz 

125 pçdâm-mârciòâm (14,1 N·m).

2. Novietojiet dzinçju un kustîgo plati (99) uz izsmidzinâtâja.

3. Iestipriniet motora aiztura skavu (204) iekðâ. Pievelciet motora 

uzgriezni (205).

4. Uzlieciet ventilatora dzensiksnu, lappuse 10.

ZÎM. 4



Hidromotora atjaunoðana 

14 311813S

Hidromotora atjaunoðana
(Attçls 5)

Noòemðana

1. Spiediena atlaiðana, lappuse 7.

2. Novietojiet pilienu savâkðanas paplâti vai lupatas zem 

izsmidzinâtâja, lai savâktu hidrauliskâs sistçmas eïïu, kas izsûcas 

remonta laikâ.

3. GH130 Modeïi:

- Veiciet soïus 2- 5, kas norâdîti sûkòa noòemðanas instrukcijâs, 

lappuse 17.

GH200, GH230, GH300 Modeïi:

- Veiciet soïus 4-8, kas norâdîti sûkòa noòemðanas instrukcijâs, 

lappuse 18.

4. Noòemiet hidrauliskâs pievadu lînijas (271, 288) no stiprinâjumiem 

(266) hidromotora augðpusç kreisajâ un labajâ pusç.

5. Atlaidiet kontruzgriezni (264).

6. Atskrûvçjiet un noòemiet hidromotora vâciòu (265).

7. Bîdiet virzuïa stieni/hidromotora vâciòa mezglu (A) no hidromotora 

cilindra (263).

Pievienoðana

1. Bîdiet virzuïa stieòa mezglu hidromotora cilindrâ (263).

2. Pieskrûvçjiet hidromotora vâciòu (265). Atskrûvçjiet hidromotora 

vâciòu lîdz ieeja un izeja sakrît ar hidrauliskâs pievadu lînijas 

stiprinâjumiem un kontrolatvçrumu hidromotora vâciòa punktos 

uz dzensiksnas aizsarga pusi (117).

3. Pievelciet kontruzgriezni (264) attiecîbâ pret hidromotora vâciòu 

(265) ar 150 pçdâm-mârciòâm (17 N·m).

4. Zîm. 5. Ievietojiet hidrauliskâs pievadu lînijas (271, 288) 

stiprinâjumos (266) kreisajâ un labajâ pusç hidromotora 

augðpusç; pievelciet ar momentu lîdz 40 pçdâm-mârciòâm 

(54,2 N·m).

5. GH130 Modeïi:

- Veiciet soli 2, kas norâdîts sûkòa uzstâdîðanas instrukcijâs, 

lappuse 17.

GH200, GH230, GH300 Modeïi:

- Veiciet soïus 2-7, kas norâdîti sûkòa uzstâdîðanas instrukcijâs, 

lappuse 19.

6. Iedarbiniet dzinçju un darbiniet sûkni 30 sekundes. Izslçdziet 

dzinçju - OFF. Pârbaudiet hidrauliskâs sistçmas eïïas lîmeni 

un uzpildiet ar Graco hidrauliskâs sistçmas eïïu, lappuse 6.RISKS, KO RADA LIDOJOÐÂS IZMESTÂS DAÏAS

Atslâbinâjuma atsperei ir liels enerìijas potenciâls. 

Ja atslâbinâjuma atspere tiek atlaista bez pienâcîgas 

piesardzîbas, atslâbinâjuma atspere un lodîtes var tikt 

ietriektas izjaucçja acîs. Kad jûs izòemiet vai ievietojiet 

atslâbinâjuma atsperi un lodîtes, lietojiet aizsargbrilles. 

Aizsargbriïïu nelietoðana noòemot atslâbinâjuma atsperi, 

var izraisît acu ievainojumu vai aklumu.

RISKS, KO RADA LIDOJOÐÂS IZMESTÂS DAÏAS
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OEM komplekti
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Hidrauliskâs sistçmas eïïas/filtra nomaiòa 
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Hidrauliskâs sistçmas eïïas/filtra nomaiòa
(Attçls 6)

Noòemðana

1. Spiediena atlaiðana, lappuse 7.

2. Novietojiet pilienu savâkðanas paplâti vai lupatas zem 

izsmidzinâtâja lai savâktu hidrauliskâs sistçmas eïïu, kas izsûcas.

3. Izòemiet izlaiðanas aizbâzni (2). lappuse 26. Ïaujiet hidrauliskâs 

sistçmas eïïai izplûst.

4. Atskrûvçjiet filtru (227) lçni - eïïa ieplûst rievâ un izplûst 

aizmugurç.

Pievienoðana

1. Ievietojiet izlaiðanas aizbâzni (2) un eïïas filtru (227). Pievelciet 

eïïas filtru 3/4 apgrieziena atbilstoði starplikas kontaktu pamatnei.

2. Ielejiet piecas kvartas eïïu Graco Hydraulic Oil169236 

(5 galoni/20 litri) vai 207428 (1 galons/3,8 litri).

3. Pârbaudiet eïïas lîmeni.
ZÎM. 6



Virzuïsûknis
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Virzuïsûknis
GH130 tikai
(Attçli 7-12)

Skatît rokasgrâmatâ 311845 norâdîjumus par sûkòa laboðanu

Noòemðana
1. Sûkòa skaloðana.

2. Spiediena atlaiðana, lappuse 7.

3. (Zîm. 7) Noòemiet Iesûkðanas cauruli (114) un krâsas ðïûteni (63) 

(noòemiet ðarnîra galâ).

ZÎM. 7

4. (Zîm. 8) Spiediet sprostgredzenu (120) uz augðu; spiediet ârâ 

tapu (92).

ZÎM. 8

5. (Zîm. 9) Atlaidiet kontruzgriezni (86). Izskrûvçjiet sûkni (111).

ZÎM. 9

Pievienoðana

1. (Zîm. 10) Skrûvçjiet kontruzgriezni (86) lîdz sûkòa gala (111) 

vîtnçm. Skrûvçjiet sûkni (111) kolektorâ pilnîgi. Izskrûvçjiet sûkni 

(111) no kolektora lîdz sûkòa izeja savietojas ar ðïûteni. Pievelciet 

ar roku kontruzgriezni (86), tad pasitiet par 1/8 lîdz 1/4 apgrieziena 

ar âmuru vai pievelciet ar momentu lîdz 75 pçdâm-mârciòâm 

(101 N·m).

ZÎM. 10

2. (Zîm. 11) Lçni velciet dzinçja startera virvi lîdz sûkòa stieòa tapas 

caurums savietojas ar hidrauliskâ stieòa caurumu. Zîm. 8. 

Spiediet tapu (92) caurumâ. Spiediet sprostgredzenu (120) rievâ.

ZÎM. 11

3. (Zîm. 12) Pildiet blîvçjuma uzgriezni ar Graco TSL.

ZÎM. 12

ti2272a

114

63

92
120

ti2272c

86

Ja tapa (92) darba laikâ kïûst vaïîga, daïas var salûzt 

un lidot pa gaisu, izraisot nopietnu traumu vai îpaðuma 

bojâjumu. Pârliecinieties, ka tapa ir pareizi iestiprinâta.

PIESARDZÎBA

Ja sûkòa kontruzgrieznis (86) darba laikâ kïûst vaïîgs, var 

tikt bojâtas gultòa korpusa vîtnes un piedziòas pârnesums. 

Pievelciet kontruzgriezni (86) kâ norâdîts.

ti2272d

86

111

120

92

ti2272f



Virzuïsûknis ProConnect 
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Virzuïsûknis ProConnect
GH200/230/300 tikai

(Attçli 13-27)

Skatiet sûkòa remonta instrukcijas sûkòa rokasgrâmatâ 311845.

Noòemðana

1. Sûkòa skaloðana.

2. Atlaidiet spiedienu, lappuse 7.

3. (Zîm. 13) Noòemiet iesûkðanas ðïûteni (114).

ZÎM. 13

4. (Zîm. 14) Noòemiet krâsas ðïûtenes stiprinâjumu (190) un krâsas 

ðïûteni (63) no sûkòa stiprinâjuma.

ZÎM. 14

5. (Zîm. 15) Bîdiet savienotâja vâku (193) uz augðu lai pilnîgi atsegtu 

stieòa savienotâjus (179).

ZÎM. 15

6. (Zîm. 16) Noòemiet stieòa savienotâjus (179).

ZÎM. 16

7. (Fig 17) Izòemiet tapu.

ZÎM. 17

ti8827a

ti8828a

190

63

ti8829a

193

179

ti8830a

179

179

ti8831a



Virzuïsûknis ProConnect
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8. (Zîm. 18) Attaisiet saspiedçju (247).

ZÎM. 18

9. (Zîm. 19) Noòemiet sûkni (111) no iekârtas.

ZÎM. 19

Pievienoðana

1. (Zîm. 20) Ja ir nepiecieðams, ievietojiet sûkòa stieni regulçðanas 

vietâ un velciet sûkni lai pagarinâtu stieni.

ZÎM. 20

2. (Zîm. 21) Ievietojiet sûkni (111) izsmidzinâtâjâ.

ZÎM. 21

3. (Zîm. 22) Aiztaisiet saspiedçju (247) ap sûkni (111) un saspiediet 

to, lai noslçgtu.

ZÎM. 22

PIEZÎME: Noslçgðanas spçks uz T-roktura, ja nepiecieðams, 

var tikt noregulçts ievietojot tapu noregulçðanas atvçrumâ 

un pagrieþot.

PIESARDZÎBA

Balstiet sûkni ar roku pirms atvâziet t-rokturi.

ti8833a

ti8832a

111

ti8834a

111

ti8959a

247

ti8958a

Noregulçðanas atvçrums



Virzuïsûknis ProConnect 
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4. (Zîm. 23) Ievietojiet tapu.

ZÎM. 23

5. (Zîm. 24) Bîdiet savienotâja vâku (193) uz augðu lai pilnîgi atsegtu 

sûkòa stieni. Uzlieciet stieòa savienotâjus (179) uz stieòa.

ZÎM. 24

6. (Zîm. 25) Bîdiet savienotâja vâku (193) uz leju virsû stieòa 

savienotâjiem (179).

ZÎM. 25

7. (Zîm. 26) Attaisiet saspiedçju un savietojiet sûkòa izeju ar 

ðïûtenes stiprinâjumu (190). Pievienojiet krâsas ðïûtenes 

stiprinâjumu (190) un krâsas ðïûteni (63) pie sûkòa savienojuma, 

aiztaisiet saspiedçju.

ZÎM. 26

8. (Zîm. 27) Iestipriniet iesûkðanas ðïûteni (114) sûkòa apakðdaïâ (111).

ZÎM. 27

ti8957a

193

179

179

ti8956a

193

179

ti8955a
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63

ti8954a

111

114

ti8953a
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Daïas 
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Daïas

Visiem izsmidzinâtâjiem

GH130 Modelis

ti8822a
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Daïu saraksts - Visiem izsmidzinâtâjiem
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Daïu saraksts - Visiem izsmidzinâtâjiem

 Bîstamîbas un brîdinâjumu nomaiòas kabas (uzlîmes), 

pieejamas bez maksas

 Ietverts noplûdes vârsta rezerves daïu komplektâ 235014

 Ietverts noplûdes vârsta rezerves daïu komplektâ 235103

‡ Iekļauts filtra nomaiņas komplektā 24W753

Ref Part Description Qty
35 112827 BUTTON, snap 2
39 119420 WHEEL, pneumatic, GH130 & 200 2

119408 WHEEl, pneumatic, GH230 & 300 2
54 156306 WASHER, flat, GH130 & 200 2

111841 WASHER, plain, 5/8, GH230 & 300 2
57 15C780 HANDLE, GH130 1
58 15C972 PIN, grooved, GH130 1
59 224807 BASE, valve, GH130 1
60 235014 VALVE, replacement, kit, GH130 1
61 15E022 SEAT, valve, GH130 1
62 277364 GASKET, seat, valve, GH130 1
63 243814 HOSE 1
70 120211 CLIP, retaining, GH130 & 200 2

15B563 CLIP, retaining, GH230 & 300 2
75 15J645 WASHER, GH130 & 200 2

183350 WASHER, GH230, & 300 2
79 189246 LABEL 1
81 192027 SLEEVE, cart 2
91 194317 LABEL 1
103 288732 HOSE, drain 1
112 24M397 HANDLE, cart 1
116 288169 FRAME, cart, GH130 & 200 1

248815 CART, frame, GH230 & 300 1
121 116756 ELBOW 1
132 109032 SCREW, mach, pnh 4
150‡ 245103 VALVE, drain, GH200, 230, 300
150a 193710 SEAL, valve 1
150b 193709 SEAT, valve 1
150c 114797 GASKET 1
150d VALVE, assembly 1
150e 114708 SPRING, compression 1
150f 15G563 HANDLE, valve 1

150g 116424 NUT, cap, hex hd 1
174 110838 NUT, hex 2
180 116038 WASHER, wave spring, GH130 & 

200 
2

182 101354 PIN, spring, straight, GH130 & 200 2
108068 PIN, spring, straight, GH230 & 300 2

199 803298 SCREW, hex head, GH130 & 200 2
867539 SCREW, hex head, GH230 & 300 2

200 100527 WASHER 4
213 119426 SCREW 3
215 198841 RETAINER 1
216 100084 BALL, metallic 1
217 116967 SPRING, compression 1
227 246173 FILTER, oil, spin on 1
228‡ 15E599 HOUSING 1
229‡ 100040 PLUG, pipe 1
230a 164672 ADAPTER (GH 130, 200) 1/4 npsm 

(m) hose connection
1

230b‡ 162485 ADAPTER (GH 230, 300) 3/8 npsm 
(m) hose connection

1

231‡ 244067 FILTER, fluid 1
232‡ 15C766 TUBE, diffusion 1
233‡ 117285 PACKING, o-ring 1
234‡ 15C765 CAP, filter 1

Ref Part Description Qty
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GH130, 200, 230

GH300

119

24

7

154

153

23

154

99
34

30

43

133

126

106

126

133

119

106

34

30

ti8813a

88

88

160

43

126

161

162

24

7

154

153

99 154

23
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Daïu saraksts- Dzinçji

*Dzinçja remonta komplekti:  Bîstamîbas un brîdinâjumu nomaiòas kabas (uzlîmes), 

pieejamas bez maksas

Ref Part Description Qty

7 100023 WASHER,flat, GH130, 200 & 230 4

100132 WASHER, flat, GH300 4

23 113664 SCREW,cap,hex hd, GH130, 200 & 

230

4

106212 SCHREW, cap, hex hd, GH300 4

24 110838 NUT,lock, GH130, 200 & 230 4

101566 NUT, lock, GH300 4

30 108842 SCREW,cap,hex hd, GH130, 200 & 

230

1

116645 SCREW, cap, hex hd, GH300 1

34 112717 WASHER,GH130, 200 & 230 1

119438 WASHER, GH300 1

43 116908 PULLEY,5.50 in, GH130, 200 & 230 1

119401 PULLEY, GH300 1

88 194126 LABEL 1

99 15F157 BRACKET,mounting, engine, GH130, 

200 & 230

1

15E583 BRACKET, mounting, engine, GH300 1

106 15B314 SLEEVE,motor shaft, GH130, 200 & 

230

1

15E586 SLEEVE, motor shaft, GH300 1

119* 120590 ENGINE, gasoline, 120 cc, Honda, 

GH130

1

802264 ENGINE,gasoline, 160 cc, GH200 1

116298 ENGINE, gasoline, 200 cc, Honda, 

GH230

1

803900 ENGINE, gasoline, 270 cc, Honda, 

GH300

1

126 117632 KEY,square,3/16 X 1.25, GH130, 200 & 

230

1

119484 KEY, parallel, square, GH300 1

133 100002 SCREW,set,sch 1

153 15E888 DAMPENER,motor mount, GH130, 200 

& 230

4

195515 DAMPENER, motor mount, GH300 4

154 108851 WASHER,plain 8

160 15E764 SPACER, GH300 1

161 15E973 SHIELD, GH300 1

162 C20010 SCREW, GH300 5

288678 120 cc (4,0 ZS)

248943 160 cc (5,5 ZS) 

248944 200 cc (6,5 ZS)

248945 270 cc (9,0 ZS)
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ti8823b

170

55

48 184

173

172

51

148

117

96

176

44

219

212
214

209

206

55

204

201

2

211

220

226

225
223

224

222

221

207

203

115

56

284
287

277

139

101

144

200

186

278
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Ref Part Description Qty

2 101754 PLUG 1

44 119433 BELT, GH130, 200, 230 1

119432 BELT, GH300 1

48 803298 SCREW,hex head, GH130 & 200 2

867539 SCREW,hex head, GH230 & 300 2

51 117284 GRILL,fan guard 1

55 15D862 NUT,hand 2

56 154594 O-RING 1

96 15E410 PULLEY,fan 1

99 15F157 BRACKET,mounting, engine, GH130, 

200 & 230

1

15E583 BRACKET, mounting, engine, GH300 1

101 15K431 LABEL, GH130 1

15K433 LABEL, GH200 1

15K435 LABEL, GH230 1

15K437 LABEL, GH300 1

115 288261 RAIL,belt guard, assembly, GH130 & 

200

1

288393 RAIL, belt guard, assembly, GH230 & 

300

1

117 288734 GUARD,belt assembly, painted, GH130 

& 200

1

248973 GUARD, belt, assembly, painted, 

GH230 & 300

1

139 198492 LABEL 1

144 15K440 LABEL

148 115477 SCREW,mach,torx pan hd 4

170 102040 NUT,lock,hex 1

172 119434 SCREW,shoulder, socket head 1

173 116969 NUT,lock 1

176 120087 SCREW,set, 1/4 X 1/2 2

184 260212 SCREW,hex washer hd,thd form 1

186 120655 SCREW,mach, hex washer head, 

GH130 & 200

2

17D142 SCREW,mach, hex washer head, 

GH230 & 300

2

Ref Part Description Qty

200 100527 WASHER 2

201 15J513 TANK,reservoir 1

202 101754 PLUG,pipe 1

203 120604 GASKET,reservoir 1

204 15E476 BRACKET,retainer, motor 1

206 116919 FILTER 1

207 15E587 TUBE,suction 1

208 154594 PACKING,o-ring 1

209 15J363 COVER,reservoir 1

211 156401 PACKING,o-riyou loong 1

212 119426 SCREW 8

214 120726 CAP,breather, filler 1

219 237686 WIRE,ground with clamp 1

220 288733 PUMP,hydraulic. GH130 1

246178 PUMP, hydraulic, GH200

249003 PUMP, hydraulic, 230/300

221 110792 FITTING,elbow, male, 90° 1

222 15B438 KNOB,pressure 1

223 117560 SCREW,set, socket head 1

224 15A464 LABEL,control 1

225 198699 TUBE,hydraulic, case drain 1

226 116829 FITTING,elbow, with o-rings 1

277 117471 SCREW 4

278 107188 PACKING, o-rings 4

284 198585 LABEL 1

287 120184 FITTING 1

 Bîstamîbas un brîdinâjumu nomaiòas kabas (uzlîmes), 

pieejamas bez maksas.
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Ref Part Description Qty

63 243814 HOSE,coupled 1

86 193031 NUT, retaining, GH130 1

89 15D000 CLIP,drain line 1

92 15J141 PIN, pump, GH130 1

103 288732 KIT, drain hose 1

110 241920 DEFLECTOR,threaded 1

111 24B748 PUMP, kit, displacement, GH130 1

288467 PUMP, kit, displacement, GH200 1

288468 PUMP, kit, displacement, GH230 & 300 1

114 288251 HOSE, suction, 5 gallon, GH130 1

288252 HOSE, suction, 5 gallon, GH200, 230 
& 300

1

115 208259 HOSE, suction, 30/55 gallon, GH130 
(not shown)

1

289669 HOSE, suction, 30/55 gallon, 
GH200/230/300 (not shown)

1

120 116551 RING, retaining, GH130 1

122 162485 ADAPTER, nipple, GH130 1

196178 ADAPTER, nipple, GH130 OEM 1

124 114958 STRAP,tie 4

179 277377 COUPLER 2

186 107505 PACKING,o-rings 1

187 15J413 FITTING,pump,qd 1

188 120583 NUT,hand, GH200/230/300 1

207123 UNION, swivel, 90º GH130 OEM
189 15J410 FITTING,qd 1

190 155699 FITTING,elbow, street, sprayer 1

196179 FITTING, elbow, street, 

GH200/230/300 OEM

1

193 15H957 COVER,coupler 1

194 156698 PACKING,o-ring 1

195 119566 WASHER,garden hose 1

196 288472 INLET FILTER 1

197 288480 NUT,strainer, inlet 1

198 117559 O-RING 2

 Ietverts piederumu komplektâ 288481
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272

293

271

266

ti24384a

Izsmidzinâtâjiem OEM komplekti
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 Bîstamîbas un brîdinâjumu nomaiòas kabas (uzlîmes), 

pieejamas bez maksas

 Ietverts hidromotora remonta komplektâ: 288758 - GH130; 

288759 - GH200; 288760 - GH230 & 300

 Ietverts kustîgâ stieòa (trip rod)/virzuïa komplektâ: 

288735 - GH130; 288736 - GH200; 288737 - GH230 & 300

‡ Ietverts blîvçjumu komplektâ 246174

Ref Part Description Qty
12915B063 LABEL 1
143 15K430 LABEL, GH130 1

15K432 LABEL, GH200 1
15K434 LABEL, GH230 1
15K436 LABEL, GH300 1

239 15H953 MANIFOLD, GH130 1
15J278 MANIFOLD, GH200 1
15J279 MANIFOLD, GH230 & 300 1

242 15B564 SCREW, cap socket 4
243‡ 117739 WIPER, rod 1
244‡ 112342 BEARING, rod 1
245‡ 112561 PACKING, block 1
246‡ 117283 PACKING, o-ring 2
247 288344 CLAMP, pump; GH 200, 230, 

300
1

253‡ 108014 PACKING, o-ring 1
254‡ 178226 SEAL, piston 1
256‡ 178207 BEARING, piston 1
263 246176 SLEEVE, hydraulic cylinder, kit, 

GH130 & 200
1

248991 SLEEVE, hydraulic cylinder, kit, 
GH230 & 300)

1

264 15A726 NUT, jam 1
265 288735 KIT, repair, trip rod, piston; 

GH130 only
1

288736 KIT, repair, trip rod, piston; GH 
200 only

1

288737 KIT, repair, trip rod, piston; GH 
230/300 only

1

266 117607 FITTING, elbow std thd 2
267 106276 SCREW, cap, hex head 1
268 155685 PACKING, o-ring 1
269 178179 WASHER, sealing 1
270 100139 PLUG, pipe 1
271 198629 TUBE, hydraulic, supply, GH130 

& 200
1

15E596 TUBE, hydraulic, supply, GH230 
& 300

1

272 117609 FITTING, tee, branch, str thd 1

Ref Part Description Qty
273 117328 FITTING, nipple, straight 1
274 117441 VALVE, ball 1
275 116813 FITTING, nipple, hydraulic 1
276 15J819 TUBE, hydraulic, supply, GH130 1

15J846 TUBE, hydraulic, supply, GH200 1
15J864 TUBE, hydraulic, supply, GH230, 

GH300
1

279 105510 WASHER, lock, spring (hi-collar), 
GH200, GH230, GH300

2

280 101550 SCREW, cap, sch 2
28215B804 LABEL 1
283 192840 LABEL 1
288 15J824 TUBE, hydraulic, return, GH130 1

15J845 TUBE, hydraulic, return, GH200 1
15J863 TUBE, hydraulic, return, GH230 

& 300
1

289 15J503 SHIELD, rod, model 255095 only 1
290 288741 KIT, repair, pin/spacer; GH 200, 

230, 300
1

291 15J417 BOLT, adjustment; GH 200, 230, 
300

292 15F584 LABEL 1
293 120184 FITTING, straight, OEM kits only 1
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GH130 & 200 Izsmidzinâtâji ar izsmidzinâðanas 
pistoli un ðïûtençm

GH230 & 300 Izsmidzinâtâji ar izsmidzinâðanas 
pistoli un ðïûtençm

Ref 

No. Part No. Description Qty.

202 288489 KIT, gun, Contractor

3300 psi (227 bar, 22.7 MPa) Includes 

202a - 202d

1

202a 240794 HOSE, grounded, nylon; 1/4 in. ID;

cpld 1/4-18 npsm; 50 foot (15 m);

spring guards both ends

3300 psi (227 bar, 22.7 MPa)

1

202b 238358 HOSE, grounded, nylon; 3/16 in. ID;

cpld 1/4 npt(m) x 1/4 npsm(f);

3 foot (0.9 m); spring guards both ends

3300 psi (227 bar, 22.7 MPa)

1

202c 288420 Contractor Spray Gun

Includes 517 RAC® X SwitchTip

and HandTite™ Guard

See 311861 for parts

1

Ref 

No. Part No. Description Qty.

202 287042 KIT, gun, Silver

3300 psi (227 bar, 22.7 MPa) Includes 

202a - 202d

1

202a 240797 HOSE, grounded, nylon; 3/8 in. ID;

cpld 3/8-18 npsm; 50 foot (15 m);

spring guards both ends

3300 psi (227 bar, 22.7 MPa)

1

202b 241735 HOSE, grounded, nylon; 1/4 in. ID;

cpld 1/4 npt(m) x 1/4 npsm(f);

3 foot (0.9 m); spring guards both ends

3300 psi (227 bar, 22.7 MPa)

1

202c 246240 Silver Spray Gun

Includes 517 RAC® X SwitchTip

and HandTite™ Guard

See 311254 for parts

1

202d 159841 ADAPTER, 3/8 X 1/4 in. npt 1

202

202a

202d

202c 202b

ti5413b

202

202a

202d

202c 202b

ti5413b
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Galvenâs izsmidzinâtâja daïas, kas ir pakïautas mitruma iedarbîbai:

oglekïa tçrauds ar cinka un niíeïa pârklâjumu, nerûsošais tçrauds, PTFE, acetâls, hroma pârklâjums, âda, V-Maxt

UHMWPE, nerûsošais tçrauds, volframa karbîds, keramika, neilons, alumînijs.

Skaņas līmenis*

Izmēri

Izsmid-

zinâtâjs

Šíidruma 

spiediens, 

bâros (psi)

Hidrau-

liskâs 

tvertnes 

tilpums, 

litros 

(galonos)

Maksi-

mâlais 

hidraulis-

kais 

spiediens, 

bâros (psi)

Dzinçja 

cm3 (HP)

Maksi-

mâlais 

ražîgums 

l/min (gpm)

Maksimâ-

lais uzgaïa 

izmçrs

Šíidruma 

ieplûde, 

collas

Šïûteòu 

pievieno-

šana

npsm (m)

Šíidruma 

izplûde

npt (f)

GH130 3300 (227) 1,25 (4,75) 1510 (104) 120 (4,0) 1,30 (5,9) 0,037 3/4 
npt (m)

1/4 3/8

GH200 3300 (227) 1,25 (4,75) 1855 (128) 160 (5,5) 2,15 (9,8) 0,047 1 5/16-12
UN-ZA

1/4 3/8

GH230 3300 (227) 1,25 (4,75) 1855 (128) 200 (6,5) 2,35 (10,7) 0,053 1 5/16-12
UN-ZA

3/8 3/8

GH300 3300 (227) 1,25 (4,75) 1855 (128) 270 (9,0) 3,0 (11,4) 0,057 1 5/16-12 
UN-ZA

3/8 3/8

Dzinçjs Skaòas spiediens, 

dB(A)

Skaòas jauda, dB(A)

120 cm3 (4,0 HP) 88 103

160 cm3 (5,5 HP) 96 110

200 cm3 (6,5 HP) 96 110

270 cm3 (9,0 HP) 96 110

*Mçrîts maksimâlas normâlas slodzes apstâkïos (tikai gâze).

Izsmidz

inâtâjs

Svars, kg 

(mârciòas)

Platums, cm 

(collas)

Garums, cm 

(collas)

GH130 155 (70,3) 24 (61) 41 (104,1)

GH200 160 (73,4) 24 (61) 41 (104,1)

GH230 168 (75,6) 24 (61) 48 (121,92

GH300 195 (87,8) 24 (61) 48 (121,92)



OEM komplekta tehniskā informācija 

34 311813S

OEM komplekta tehniskā informācija

OEM 

komplekts

Krâsas/

hidrauliskâ 

spiediena 

koeficients

Mak-

simâlais hid-

rauliskais 

spiediens 

(psi/MPa/

bâri)

Hidrauliskā 
plūsma, kas 

nepieciešama 
brīvajā plūsmā

(gpm/lpm)

Mak-

simâlais 

cikla koe-

ficients 

(cpm)

Mak-

simâlais 

šíidruma 

spiediens 

(psi/MPa/

bâri)

Maksimâlâ 

plûsma

(gpm/lpm)

Augstums 

(mm/collas)

Platums 

(mm/

collas)

Dziïums 

(mm/

collas)

Svars 

(kg/

mârciòas)

GH130 2,19:1 1510/10,4/

104,1

4,01/15,2 125 3300/22,8/

227,5

1,30/4,92 25,4/645 5,70/145 3,14/80 27,5/12,5

GH200 1,78:1 1855/12,8/

127,9

5,13/19,4 160 3300/22,8/

227,5

2,15/8,14 25,60/650 5,39/137 5,39/137 32,5/14,7

GH230/

300

1,78:1 1855/12,8/

127,9

6,60/25,0 145 3300/22,8/

227,5

3,0/11,4 28,80/732 8,94/227 5,38/137 35/15,9

2.25 in.
(57.15 mm)

1.813 in.
(46.05 mm)

1.813 in.
(46.05 mm)

3/4 - 14
NPT Male

2.25 in.
(57.15 mm)

1.813 in.
(46.05 mm)

2.25 in.
(57.15 mm)

ti24313b

Hidraulisks
Atgriešana,

37º paplašinâjums,
3/4-16 UNF-2A

Krâsas iesûkšanas savienojums,
1-11 1/2 NPT aptvere

GH230/300 OEM

Hidraulisks
Ielaide, 
37º paplašinâjums,
3/4-16 UNF-2A

Hidraulisks
Atgriešana,

37º paplašinâjums,
3/4-16 UNF-2A

Hidraulisks
Ielaide, 

37º paplašinâjums,
3/4-16 UNF-2A

Krâsas izlaide,
3/8-18 NPT aptvere

Hidraulisks
Ielaide, 
37º paplašinâjums,
3/4-16 UNF-2A

Hidraulisks
Atgriešana,

37º paplašinâjums,
3/4-16 UNF-2A

Âtrâ savienošana

Krâsas izlaide,
3/8-18 NPT aptvere

Krâsas iesûkšanas savienojums,
1,312-12 UN-2A aptvere

Krâsas iesûkšanas savienojums,
1,312-121/2 UN-2A

Montâžas skrûve (4),
Iedobes uzgaïa skrûve,

1 colla, 3/8-16 UNC
Montâžas skrûve (4),
Iedobes uzgaïa skrûve, 
1 colla, 3/8-16 UNC

Montâžas skrûve (4),
Iedobes uzgaïa skrûve,

1 colla, 3/8-16 UNC

Âtrâ savienošana

Krâsas izlaide, 90º,
3/8-18 NPT aptvere

GH200 OEMGH130 OEM

Lietotâja nodrošinâtâ 

izlaide
Vienîbas izlaide Izmçri
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All written and visual data contained in this document reflects the latest product information available at the time of publication. 
Graco reserves the right to make changes at any time without notice.

For patent information, see www.graco.com/patents.
Oriģinālās instrukcijas tulkojums. This manual contains Latvian. MM 311797
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Graco standarta garantija

Graco warrants all equipment referenced in this document which is manufactured by Graco and bearing its name to be free from defects in 

material and workmanship on the date of sale to the original purchaser for use. With the exception of any special, extended, or limited warranty 

published by Graco, Graco will, for a period of twelve months from the date of sale, repair or replace any part of the equipment determined by 

Graco to be defective. This warranty applies only when the equipment is installed, operated and maintained in accordance with Graco’s written 

recommendations.

This warranty does not cover, and Graco shall not be liable for general wear and tear, or any malfunction, damage or wear caused by faulty 

installation, misapplication, abrasion, corrosion, inadequate or improper maintenance, negligence, accident, tampering, or substitution of 

non-Graco component parts. Nor shall Graco be liable for malfunction, damage or wear caused by the incompatibility of Graco equipment 

with structures, accessories, equipment or materials not supplied by Graco, or the improper design, manufacture, installation, operation or 

maintenance of structures, accessories, equipment or materials not supplied by Graco.

This warranty is conditioned upon the prepaid return of the equipment claimed to be defective to an authorized Graco distributor for verification of 

the claimed defect. If the claimed defect is verified, Graco will repair or replace free of charge any defective parts. The equipment will be returned 

to the original purchaser transportation prepaid. If inspection of the equipment does not disclose any defect in material or workmanship, repairs 

will be made at a reasonable charge, which charges may include the costs of parts, labor, and transportation.

Graco’s sole obligation and buyer’s sole remedy for any breach of warranty shall be as set forth above. The buyer agrees that no other remedy 

(including, but not limited to, incidental or consequential damages for lost profits, lost sales, injury to person or property, or any other incidental 

or consequential loss) shall be available. Any action for breach of warranty must be brought within two (2) years of the date of sale.

GRACO MAKES NO WARRANTY, AND DISCLAIMS ALL IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A 

PARTICULAR PURPOSE, IN CONNECTION WITH ACCESSORIES, EQUIPMENT, MATERIALS OR COMPONENTS SOLD BUT NOT 

MANUFACTURED BY GRACO. These items sold, but not manufactured by Graco (such as electric motors, switches, hose, etc.), are subject 

to the warranty, if any, of their manufacturer. Graco will provide purchaser with reasonable assistance in making any claim for breach of these 

warranties.

In no event will Graco be liable for indirect, incidental, special or consequential damages resulting from Graco supplying equipment hereunder, 

or the furnishing, performance, or use of any products or other goods sold hereto, whether due to a breach of contract, breach of warranty, the 

negligence of Graco, or otherwise.

GRACO KLIENTIEM LATVIJÂ

Puses apliecina, ka tâs ir pieprasîjuðas, lai ðis dokuments, tâpat kâ visi dokumenti, paziòojumi un uzsâktâ tiesvedîba, kas notiek vai tiek ierosinâta 

saskaòâ ar to, vai ir tieði vai netieði saistîta ar to, bûtu angïu valodâ.

ADDITIONAL WARRANTY COVERAGE

Graco does provide extended warranty and wear warranty for products described in the Graco Contractor Equipment Warranty Program".

Graco Information
For the latest information about Graco products, visit www.graco.com.

For patent information, see www.graco.com/patents. 

TO PLACE AN ORDER, contact your Graco distributor or call 1-800-690-2894 to identify the nearest distributor.

http://www.graco.com
www.graco.com/patents
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